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	Main Features:

· DVB-S2 Compliant
· MPEG2 / H.264 video decoding

· HDMI Digital Connection with HDCP
· Simultaneous HD/SD output
· Video output selection: RGB(D-SUB), Component(RCA,YpbPr), S-Video, Composite(RCA)
· 1080i,720p,576p,576i video format support

· 4:3 / 16:9 Pictures

· Logical and Easy-to-Use Graphical User’s Interface(GUI)
· 7-days Electronic Program Guide(EPG)
· Easy Installation

· Automatic channel installation & channel list updates

· Multilingual OSD

· Favourite Channel Editing
· Teletext/Closed Caption support

· Coaxial/Optical Digital Audio Output
· Parental Rating Setting

· Time-Zone and daylight-saving time options
· Low power consumption
· USB 2.0 Host Interface supports 
Product Outlook:    (Photo is reference only) 
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Technical Specifications:

Power Supply
Input Voltage                  230 V ～+/-10%, 50Hz 
Consumption                  <  12W
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System


Compliant Standard          DVB-S2 �Video Decoding                MPEG-4 SD/HD (MP@ML and � HYPERLINK "mailto:MP@HL" ��MP@HL�)


                               H.264 SD/HD (Main Profile Level 3 and High Profile Level 4) �Audio Decoding                MPEG1 Layer I & II�Autio Sampling Rate         32, 22.1, 48 KHz�


Tuner & Channel�Input Symbol Rate          2 – 45 Mbauds�Input Impedance             75 ohms


Modulation                      Auto, QPSK, 8PSK�DiSEqc                           DiSEqC 1.0, 1.2 and 1.3 compatible�Loop Through                 470 – 862 MHz�


Video Output�Format                           1920×1080i, 1280×720p, 720×576p, PAL: 720×576i�Aspect Ratio                  4:3(letter box & full),  16:9(letter box & full)�


Conditional Access�CAS                                     Aladin, Mediaguard, Viaccess


Security Level                      Depending on CAS provider requirements


Hardware Access Level       H6�


Front Panel�Smartcard reader                ISO 7816 (if CAS is needed)


DVB-CI                                1 DVB-CI interface


Bi-colored LED                    Red / Green to indicate the various states of the STB


7-segments LED / VFD       To display the channel number or/and other information


Keys                                    7 keys (Standby, P+, P-, V+, V-, Menu, OK)�


Rear Panel�TV SCART                      RGB, CVBS, Controlled audio L/R, Slow blanking, Fast Blanking, Y/C


DVD/VCR SCART          Input – CVBS, Y/C.


                                       Output – CVBS, Y/C, Controlled video, Slow blanking, Fast blanking


Audio CINCH                  2 Analog Audio L/R connectors (white/red color)


Coaxial S/PDIF               Digital Audio Output


Optical S/PDIF               Digital Audio Output


YpbPr Outputs               Analog HDTV video output


HDMI                              Digital HDTV video output with HDCP.  HDMI version 1.1 or later


USB interface                1 host USB interface.  Version 2.0


Serial Interface               RJ-11 / RS232





Physical Specification�Dimension Size (W×D×H)        TBD�Operating Temperature           5° ～ 40° C�Storage Temperature            -40° ～ 65° C














