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	Main Features:

· DVB-C Compliant (China market only)
· Video output selection: RGB(D-SUB), Component(RCA,YpbPr), S-Video, Composite(RCA)
· Supports Smartcard

· Supports upto 720 x 576 resolution

· PAL / NTSC Automatic switching

· Supports 4:3 and 16:9
· Supports16-bit OSD

· Supports multiple CAs and I-panel
· Logical and Easy-to-Use Graphical User’s Interface(GUI)
· 7-days Electronic Program Guide(EPG)
· Easy Installation

· Favourite Channel Editing
· Teletext/Closed Caption support

· Coaxial/Optical Digital Audio Output
· Parental Rating Setting

· Time-Zone and daylight-saving time options
· Low power consumption
Product Outlook:
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Technical Specifications:

Power Supply
Input Voltage                  100～240 V AC,50/60Hz
Type                               SMPS
Consumption                  Typical  18W
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System


Compliant Standard             DVB-C�Video Decoding                MPEG2  MP@ML �Audio Decoding                MPEG1 (Layer 1 & 2)�Autio Sampling Rate            32, 44.1, 48 KHz�


Tuner/Demodulator�Frequency Range              47～862 MHz�Loop Through                 47～862 MHz�


Video Output�Format                       720×576p, PAL: 720×576i�Aspect Ratio                  4:3(letter box & full),  16:9(letter box & full)�


Digital Audio Output�Mode                         Decompressed PCM�


Front Panel�IR Receiver                   Yes�Function Control               6 Keys�Channel Display               4 Digits / 7-segment display�


Rear Panel�Tuner Loop through Output      1 × IEC-Male�S-Video Output Port            1x�Video Output Port              1 × RCA�Y/Pb/Pr Video Output Port       3 × RCA  �Stereo Audio Output Port        2 × RCA�Digital Audio Output Port        1 × S/PDIF�


Physical Specification�Dimension Size (W×D×H)        260 × 235 × 43 mm�Operating Temperature           5° ～ 40° C�Storage Temperature            -40° ～ 65° C















